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	Bridge Inspection Report
	Fracture Critical Inspection


	

	Location and Inventory Information

	SN:
	[bookmark: Text2]      -      
	
	

	4-Municipality:
	     
	9-Location:
	     

	6-Feature Crossed:
	     
	7-Facility Carried:
	     

	

	92A-Pre Inspection Interval:
	     
	Months
	92A-Post-Inspection Interval:
	     
	Months

	

	93A-Inspection Date:
	     
	

	93A3-Team Leader:
	     
	93A4-Temperature:
	     

	93A5-Inspector 2:
	     
	Program Manager:
	     

	

	Resources

	Time to Insp:
	     
	Trffc. Ctrl:
	     
	Boat:
	     
	Waders:
	     
	Snooper:
	     

	
	
	Ladder:
	     
	Manlift:
	     
	Other:
	

	

	Inspector’s Appraisals

	

	92A1-Type:
	     
	FC Spans Descr:
	     

	

	93A1-Rating:
	Prev.
	  
	New 
	  
	
	FC Method:   Prev.
	     
	[bookmark: Check1]  New:  MP |_| DP |_| UT |_| V |_|

	93A2-Remarks:
	     

	     

	     

	     

	     

	

	92A1-Type:
	     
	FC Spans Descr:
	     

	

	93A1-Rating:
	Prev.
	  
	New 
	  
	
	FC Method:   Prev.
	     
	  New:  MP |_| DP |_| UT |_| V |_|

	93A2-Remarks:
	     

	     

	     

	     

	     

	

	92A1-Type:
	     
	FC Spans Descr:
	     

	

	93A1-Rating:
	Prev.
	  
	New 
	  
	
	FC Method:   Prev.
	     
	  New:  MP |_| DP |_| UT |_| V |_|

	93A2-Remarks:
	     

	     

	     

	     

	     

	

	92A1-Type:
	     
	FC Spans Descr:
	     

	

	93A1-Rating:
	Prev.
	  
	New 
	  
	
	FC Method:   Prev.
	     
	  New:  MP |_| DP |_| UT |_| V |_|

	93A2-Remarks:
	     

	     

	     

	     

	     

	92A1-Type:
	     
	FC Spans Descr:
	     

	

	93A1-Rating:
	Prev.
	  
	New 
	  
	
	FC Method:   Prev.
	     
	  New:  MP |_| DP |_| UT |_| V |_|

	93A2-Remarks:
	     

	     

	     

	     

	     

	

	92A1-Type:
	     
	FC Spans Descr:
	     

	

	93A1-Rating:
	Prev.
	  
	New 
	  
	
	FC Method:   Prev.
	     
	  New:  MP |_| DP |_| UT |_| V |_|

	93A2-Remarks:
	     

	     

	     

	     

	     

	

	92A1-Type:
	     
	FC Spans Descr:
	     

	

	93A1-Rating:
	Prev.
	  
	New 
	  
	
	FC Method:   Prev.
	     
	  New:  MP |_| DP |_| UT |_| V |_|

	93A2-Remarks:
	     

	     

	     

	     

	     

	

	92A1-Type:
	     
	FC Spans Descr:
	     

	

	93A1-Rating:
	Prev.
	  
	New 
	  
	
	FC Method:   Prev.
	     
	  New:  MP |_| DP |_| UT |_| V |_|

	93A2-Remarks:
	     

	     

	     

	     

	     

	

	

	
	
	
	
	
	
	
	

	93A3-Inspection Team Leader Signature
	
	Date
	
	Program Manager Signature
	
	Date
	

	

	

	

	

	Two Girder:
	Truss System:
	Tied Arches & Box Bms:
	Framed Steel Substructure:

	A1- Suspension Link & Pin
A2- Single Pin Suspension
A3- Tension Flange Riveted/Bolted 	Girder
A4- Bearing Seat Suspension Span
A5- Tension Flg Rolled Beam
A6- Tension Flange Welded Girder
A7- Tension Flange Lattice Truss 	Web Girder
	B1- Eyebar & Pin Tension
B2- Simple Span Welded Tension 	Members
B3- Hanger Link & Pin Suspension
B4- Single Element Tension Members
B5- Simple Span Riveted/Bolted 	Tension Members
B6- Continuous Truss Tension Members- 	Welded, Riveted or Bolted
C1- Cables Suspension Bridge
C2- Cable Stayed-Cables
	D1- Welded Box Ties
D2- Riveted/Bolted Box Ties
D3- Stiffened Girders
F1- Single Welded Box
F2- Single Riveted/Bolted Box
F3- Double Box - Welded,Riveted 	or Bolted



	E1- Welded or Rolled Pier Cap
E2- Riveted/Bolted Pier Cap
E3- Welded or Rolled Pier Column
E4- Riveted/Bolted Column

Other Types
X1- Bascule 
X2- Floorbeam supporting other steel 	members or spacing > 15 feet
X3- Cross Frames or Transfer Beams
X4- Other
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